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CRAWLER JAW CRUSHING PLANT

lﬁ: l:ll-'ll:lel%na“ Product Advantages

S BRAE. BER:, ARWIERENSEEMER, RIELHRSHIRE. MA.
Solid hopper with extra-large capacity and the feeder with high intensity anti-wear plates provide stable and durable feeding structure.
SEEENREERDBRSE, BRINSTRE. I5HR.
Centralized lubrication system is mounted on the crushing base machine, keeping stable and reliable working.
¢ ERNTIRS, THEEILE. BHA. Rk, Bk, BERHKHE—K.
Integrated variable frequency system has multiple functions, including dust-proof, cooling, shock isolation and water-proof, ensuring the safe of electrical system
in all aspects.
& R ERARIBWEARE, ENMA.
Made by whole glass fiber reinforced plastics, the conveyor cover is exquisite and durable.
IR RAREAENMAMSE, hSREAMAE.
Adopted integral casting steel bearing housing for the crushing base machine, the movable jaw assembly stand wear and tear.
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CRAWLER JAW CRUSHING PLANT

% ¥ Descrip £¥ Parameter
TERINZE  Total Working Power 169 kW
EHES Total Weight 56 t
Eh735 20 Drive Mode IMEER  Electric
M
Overall Unit SMIBEET]  Processing Capacity 170-520 t/h
TYER~T Working Dimension (LXWxH) 18251X5032X4541 mm
BHIR ST Transportation Dimension(LXW X H) 16665X3400X3980 mm
IBEISE  FeedingHeight 4277 mm
IREIR o
Feeding Equipment KB Hopper Capacity 6 m?
RAMERRST  Max. Feeding Size 700 mm
== Am
?&Ej?,l:l**l‘*ﬂ/ BRENR T (KX BE)  FeederSize(LXW) 4385X1180 mm
Vibrating Feeder
HRORT (KX )  Inlet Opening Size(LXW) 1160X760 mm
E&éﬁi%m HRI OB EE 5.5 Range 70-200 mm
rusher
HEAEEE  CrusherWeight 195 t
S R HIEISE  Discharge Height 3500 mm
Main Conveyor ﬁrg Width 1200 mm
KEEHHELS Engine Model ELE Yuchai YC4DK140-T300
FEZS -lIRIES Engine Power 103 kW
Travel System TEZESBIF TN Travel Control Mode RIE Hydraulic
BAMEHAE  Max ClimbingAngle 20°
@%%O B%%%%@BE Configuration IKH Permanent Magnet
Magnetic Separator
UM ARG Sprinkling System IRAAAS  Lighting System
HEE me o e
Other Configurations SEREER%K Centralized Lubrication System mIZEBIE RS Remote Control System
HEEITHI RS Intelligent Control System £ T INes Integrated frequency converter

“RIBE P TRBR, O NIER;
*According to customer's working condition, O is optional .
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RIBABAMTEOE RV, MIRBERFRBHALHERT, RESHINZIT N, XPEEHFR2IRE0TERT, LTS R HREREBENL.

The parameters and design could be modified according to our upgrading plan. The illustration is not indicating the standard equipment. All rights reserved by Sunward - PSR.
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HUNAN SUNWARD & PSR MACHINERY EQUIPNENT CO.,LTD Add:Sunward Industrial Park, No. 1335 Liangtang Road (E), Xingsha, Changsha, Hunan, China
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